REFER TO WSDOT LOCKING LD STANDARD
DUTY JUNCTION BOX TYPES 1 & 2
STANDARD PLAN J-40.10-03

LUMINAIRE WIRES WILL BE A CONTINUQUS RUN
FROM FUSE HOLDER TO FIXTURE WITH
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FOUNDATION

3' SQ. OR DIA.

1. EQUIPMENT GROUND WIRE & BARE WIRE SHALL BE
SECURELY FASTENED TO THE GROUND LUG INSIDE THE
POLE HANDHOLE. ALL BONDING & GROUNDING CONNECTIONS
SHALL REMAIN ACCESSIBLE FOR INSPECTION AND

MAINTENANCE.

2. IF THE FIXTURE MANUFACTURER HAS MADE PROWVISION FOR

THE ATTACHMENT OF A

GROUND WIRE A GREEN INSULATED

WIRE OF THE SAME SIZE SHALL BE RUN FROM THE FIXTURE
TO THE GROUND LUG INSIDE THE POLE HANDHOLE. {F THE
FIXTURE MANUFACTURER HAS A GROUND LUG A #8 GREEN

INSULATED WIRE SHALL

BE RUN FROM THE FIXTURE

GROUND LUG TO THE POLE GROUND LUG.
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